Log for Semiannual Inspection of Equipment by Qualified Inspector

This log may be used in accordance with equipment inspection procedures and manufacturers’
instructions.

Date

Organization Location

Equip. No.

Equip. Description

Competent Person/Inspector

NOTE: Any “YES” answers indicate that the equipment must be removed from service for
repair, or destroyed and discarded.

Harness Inspection:

______Damaged, cut fibers

____ Frayed edges

______Pulled stitches

______Chemical, heat, corrosion damage

_______D-ring distortion, cracks, breaks, rough or sharp edges
______ D-ring attachment points — unusual wear, frayed or cut fibers
______D-ring attachment points — rivets loose, not flush
______Strap Tongue/Billet — loose, broken, or missing grommets
______ Strap Tongue/Billet — punched holes

____ Buckle —distorted, stiff, frozen roller, sharp edges

Buckles — bars not straight, burrs, cracks

Lanyard Inspection:

______Snaps —distortion, cracks, corrosion, pitted surface

_____Keeper latch — not seating, spring weak

______Thimble —not in eye of splice, cracks, splice with cut or lose strands
_____ Steel lanyard —frayed, cut strands, wear

_____ Web lanyard — cuts, breaks, discoloration, charring, stitching breaks

Shock-absorbing lanyard — signs of deployment
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